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VENOL ATF VI DEX VI RED 

 
 
 

1.PRODUCT CHARACTERISTICS: 

 

Gear oil intended for use in 6-stage automatic gearboxes of passenger cars and trucks, in 
which the manufacturer recommends the use of Dexron VI oil. Provides excellent 
lubricating properties, high thermal and oxidative stability. Ready to be mixed with other 
branded gear oils of this kind. 

 

 

2. MEETS THE REQUIREMENTS: 

 

GM DEXRON III H/II D; FORD MERCON LV; MB 236.41; HYUNDAI/KIA SP-IV, SP-II, SP-
III, SP-IV/ SPH-IV; TOYOTA ATF TYPE WS, T-III, T-IV; ZF M1375; NISSAN/INFINITI 
MATIC S, K, J, D; ALLISON C-4; HONDA ATF Z1; DIMLER CHRYSLER ATF +3,+4; 
VW/AUDI G 055 540 A2; BMW 83 22 9 407 858/83 22 9 407 859; MITSUBISHI DIAMOND 
ATF SP II, SP III; JALOS LASO 1A; LEXUS ATF TYPE WS/T-III/T-IV; ACURA DW1,ATF Z1 

 

3. TECHNICAL REQUIREMENTS: 

 

VENOL ATF VI DEX VI RED       Description or requirement 
  

Kinematic viscosity at 1000 C mm2/s 7,0 

Viscosity index 165 

Pour point  0C, max0C -42 

Flash point  0C 220  
 

 

 

 

 

 

 

 

 

 

 

 



 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 




