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VENOL LOGISTIC TRUCK XHPD CI4/CH4 15W40 

 
 

 
Characteristic: 
 
High quality motor oil based on specially selected mineral base stocks. Delivers optimum, long-lasting 
wear protection for heavily loaded diesel engines with  
or without turbochargers. Designed particularly for powerful vehicles working in cycles of big individual 
mileage. Especially recommended for semi-trailers. Guarantees easy start up in low temperatures. 
Can be used in vehicles equipped with catalytic converter  
systems. Can be mixed with other branded motor oils. 
 
 
Specifications: 
Viscosity grade: SAE 15W40 
Quality class: API : CI4/CH4 
 Quality class: ACEA: E7 
 
 
 
VENOL LOGISTIC TRUCK XHPD CI4/CH4 15W40 
Meets the requirements: CAT ECF-1, VOLVO VDS 3, MAN 3275, Renault RLD2,MB228.3 
 
 

 
 

VENOL LOGISTIC TRUCK XHPD CI4/CH4 15W/40          Typical physico-chemical attributs 

Kinematic Viscosity at 1000 C, mm2/s                                 14,5 

Viskosity index                                   130 

TBN, min ( mg KOH/g)                                 10,2 

Pour point, max ºC                                   -31 

Flash point, min  ºC                                   230 
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